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VANQUISH™ 

VANQUISH™ IS A REVOLUTIONARY SELECTIVE 

RADIOFREQUENCY SYSTEM. THE VANQUISH 

PATENTED TECHNOLOGY DELIVERS A 

NON-INVASIVE SOLUTION WITH 

UNPARALLELED EFFICACY 

Operator simplified protocols 

TTT 

Reproducible results 

Total comfort with unsurpassed 

patient compliance 

TTT 

Patients refer friends 

and family members 

No costly consumables, 

short treatment times 

TTT 

Rapid ROI 
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EVERYTHING ABOUT IT 

WHISPERS SAFETY 

VANQUISH utilizes real-time impedance 

tuning circuitry. The embedded 

technology matches the characteristics 

of the RF generator with the desired 

tissue layer. 

The groundbreaking design of energy 

delivery helps target the thermal effect 

into the deep tissue while protecting 

surrounding layers. 



VANQUISH 

EXPERIENCE 

The broad RF field is precisely focused into deep tissue 

layers while the skin is automatically cooled by the air. 

Targeted deep layers remain at higher layers while the skin 

temperatures compared with overlying skin. 

Pain-free procedure and perfect patient compliance is 

tailored to modern clinical practice needs.Safe and 

effective procedure is no longer a vision. It,s a VANQUISH 

experience. 
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TISSUE 

SELECTIVITY 
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VANQUISH has been designed to emit and target RF energy based on 

differing characteristics of body tissues. Frequencies employed are best 

matched with the impedance of deep tissue and specifically affect those 

layers. 
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The Vanquish deep tissue heating affects various tissue types at selected depths. 



UNIQUE 

THERMAL PROFILE 

Post procedure thermography scan 

The full power required for successful deep tissue therapy is 

provided when the applicator is placed at a defined distance from 

patient skin. 

The treated body part is located in the high-frequency electric 

field. The transformation of electromagnetic energy into heat 

occurs in tissues of relatively low blood circulation. 

Due to polar molecules oscillation, the temperature increases in 

the target tissue while the surrounding tissue remains protected 

from reaching high temperatures. 



VANQUISH is the first and only 

non-invasive body treatment finally 

integrating all the most desired features. 

The largest treatment area in the industry 

No anesthesia or pain medication, no downtime 

Unsurpassed ease of use 

Consistent & measurable results 

No costly consumables 

Short focused sessions 

Technical Specification 

Identification, of the Device 

Device name BTL Elite ( Vanquish™) 

Treatment mode noncontact 

Rated output power 200 W 

Output frequency 27,12 MHZ 

Certificates Medical CE & FDA 

Maximum power input 600 VA 

Mains voltage ~ 100 V -120 V/ -200 V - 240 V 

Frequency 50 Hz to 60 Hz 

Weight 38 Kg 

Dimensions (w x h x d) 560 x 980 x 560 mm 
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